
GROUND LEVEL

SOILCRETE FOUNDATION

4,8mm DIA. CADMIUM PLATED MILD STEEL

BLIND RIVETS 8mm LONG AT 150mm (MAX)

CRS. RIVET HEADS ON THE SIGN FACE MUST

BE PAINTED TO SUIT THE SIGN COLOUR

41,3 x 20,6 x 1,6mm

GALVANIZED CHANNEL

PROFILE STIFFENER

"SANKEYSTRUT P4000"

OR EQUIVALENT

TREATED WOODEN POLE 100mm TOP DIA.

ROAD SIGN FACE 1,4mm THICK

PREPAINTED GALVANIZED STEEL

EXTRA STIFFENER

(FOR SIGNS > 1220mm

ONLY)

4,8mm DIA. CADMIUM PLATED MILD STEEL

BLIND RIVETS 8mm LONG AT 150mm (MAX)

CRS. RIVET HEADS ON THE SIGN FACE MUST

BE PAINTED TO SUIT THE SIGN COLOUR

ROAD SIGN FACE 1,4mm THICK

PREPAINTED GALVANIZED STEEL

EXTRA STIFFENER

(FOR SIGNS >DIA. 920mm ONLY)

GALVANIZED CLAMP AND BOLT

TO SUIT POLE DIA.

"SANKEYSTRUT UNIVERSAL CLAMP" OR EQUIVALENT
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TYPICAL SIDE ELEVATION

TYPICAL FOUNDATION

NOTES :

THE FOLLOWING REQUIREMENTS :

1.  DETAILS ON THIS DRAWING ARE APPLICABLE TO ROAD SIGNS

    SMALLER THAN 1,5m² REQUIRING DOUBLE / SINGLE SUPPORTS.

2.  BOLTS, WASHERS AND NUTS SHALL COMPLY WITH THE REQUIREMENTS OF SANS 1700-5-1 AND SHALL BE 

   GALVANISED IN ACCORDANCE WITH THE REQUIREMENTS OF SANS 121 : 2000 (ISO 1461 : 1999).

3.  BLIND RIVETS SHALL BE 4.8mm DIA CADMIUM PLATED MILD STEEL.

4.  REFERENCE MUST BE MADE TO THE RELEVANT ROAD SIGNS DETAIL DRAWING FOR DETAILS OF 

    THE ROAD SIGN SYMBOLS AND LEGEND FOR EACH INDIVIDUAL SIGN.

THE ROAD SIGN FACES SHALL BE MANUFACTURED AND ERECTED IN ACCORDANCE WITH 

1 : 101 : 10

100
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SCALE: AS SHOWN


