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ACCOMMODATION OF TRAFFIC FOR WORKING IN THE SOUTHBOUND MEDIAN
NTS

NOTE:
FLAGMEN TO BE PROVIDED WHILE DAYTIME
ROADWORKS ARE IN PROGRESS
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NOTES:

GENERAL:

1:  PERMANENT SIGNS (SPEED SIGNS AND CLIMBING LANE SIGNS) SHOULD
     BE COVERED WHILE THE TEMPORARY CLOSURE IS UP.
2:  NO NIGHT TIME CLOSURES ALLOWED.

SIGNS:

1:  ALL SIGNS SHALL BE MANUFACTURED WITH AT LEAST CLASS I 7 YEAR
     YEAR ENGINEERING GRADE; BACKGROUND AND SYMBOL.
2:  THE LAYOUT SHOWN IS THE MINIMUM REQUIRED, SITE CONDITIONS WILL
     INFLUENCE THE LAYOUT.  AVOID THE START OF THE LAYOUT AFTER
     A BLIND RISE OR AFTER A CURVE.
3:  ALL ROAD SIGNS MUST COMPLY WITH THE SPECIFICATIONS AS SET OUT
     IN THE "SOUTH AFRICAN ROAD TRAFFIC SIGNS MANUAL" WITH
     REFERENCE TO VOLUME 2 CHAPTER 13 (FINAL DRAFT, NOVEMBER 1997).
4:  SIGN SIZES:
     ALL ROUND SIGNS SHALL HAVE A DIAMETER OF 1200 mm.
     ALL TRIANGULAR SIGNS:  SIDES AT 1500 mm.
     TGS130:  1200 mm x 1600 mm
     TW336WA:  1200 mm x 1600 mm.
     TW401 / TW402:  200 mm x 800 mm NOMINAL DIMENSIONS.
5:  ALL PORTABLE ROAD SIGNS MUST BE SECURED WITH SAND BAGS:
     TGS:  10 BAGS
     TW336WA:  10 BAGS
     TR:  6 BAGS
     TR104:  10 BAGS
     TR401 + 102:  10 BAGS
6:  EXISTING GS208 AND GS304 SIGNS SHOULD BE COVERED WITH MAGNETIC
     STICKERS.

VEHICLES:

1:  ALL VEHICLES AND PLANT USED ON THE WORKS SHALL BE EQUIPPED
     WITH ROTATING AMBER LIGHTS.  LIGHTS SHALL BE VISIBLE AT ALL
     TIMES AND FROM ALL SIDES.  THE FLASHING LIGHT SHALL BE SWITCHED
     ON AT ALL TIMES WHEN VEHICLES AND PLANT ARE ON SITE FOR THE
     EXECUTION OF THE WORKS.
2:  ALL CONSTRUCTION VEHICLES SHALL BE EQUIPPED WITH A SIGN
     "CONSTRUCTION VEHICLE" AT THE BACK OF THE VEHICLES.

SPEED LIMITS:

1:  ADVANCE WARNING SIGNS SHOULD BE LOCATED UP TO 600 m IN
     ADVANCE OF THE START OF THE TAPER FOR SITES WITH OPERATING
     SPEEDS IN EXCESS OF 80 km/h.  IN ADDITION EXTREME CARE MUST BE
     TAKEN TO NOTE ANY FEATURES OF EACH SPECIFIC WORK AREA WHICH
     MAY REDUCE THE EFFECTIVENESS OF SIGNS, IN PARTICULAR VERTICAL
     AND HORIZONTAL CURVES SHOULD BE ASSESSED.
2:  THE IMPOSITION OF TEMPORARY ADDITIONAL SPEED LIMIT SIGNS SHOULD
     BE CONSIDERED IF OPERATING SPEEDS ARE IN EXCESS OF 80 km/h.
3:  WHERE THE SPEED LIMIT IS LESS THAN 120 km/h THE TR201 SIGNS
     (INDICATED WITH AN *) MUST BE CHANGED ACCORDINGLY.  FIRST SIGN IN
     THE SEQUENCE IS TO BE 20 km/h LESS THAN THE LEGAL SPEED LIMIT AND
     REDUCE IN 20 km/h DECREMENTS.
     DE-RESTRICTION TO SET LEGAL SPEED LIMIT.

TW401 TW402

MINIMUM BLADE HEIGHT: 800 mm

ISSUED FOR TENDER

ENG.
CONSULT.REVISION DATENo.

DRAWING TYPE
BRIDGE/STRUCTURE No.

CONSULTANT DRAWING No.

DRAWING LOCATION DATA

PROJECT NUMBER

ROUTE
SECTION

DRAWING km DISTANCE

START END

SANRAL DOCUMENT #
VER

Date                 :

Name               :

N3TC PROJECT MANAGER

WORKS CONTRACT ENGINEER

CONSTRUCTION RECORD (AS-BUILT)

Date                 :
Prof. Reg. No.  :

Name               :

HEAD OFFICE

Val de Grace

Tel: (012) 844 8000

Pretoria 0001
South Africa

48 Tambotie Avenue

PO Box 415

Pretoria
0184

PROJECT DESCRIPTION

N3 N3
4 4

CONTRACT N3TC/RM-2022-601

DRAWING DESCRIPTION
Date                 :

DESIGNED BY

NAME

Prof. Reg. No.
CHECKED BY

ENGINEER APPROVAL

DRAWN BY
NAME

NAME

Prof. Reg. No.

P LOUW

A MADANLAL

n/a

20150162

N3 Toll Concession (RF) Pty Ltd
1st Floor, Block D
Southdowns Office Park
22 Karee Street, Irene

Tel:  (+27) 087 285 6382
Fax: (+27) 012 492 3300

Prof. Reg. No.  :

Name               :

ACCEPTANCE
THIS ACCEPTANCE IS FOR PROCEDURAL AND

ADMINISTRATIVE REVIEW PURPOSES ONLY
AND DOES NOT ATTRACT LEGAL LIABILITY OR
LIABILITY OF ANY KIND FROM WHATSOEVER

CAUSE OR HOWEVER ARISING

for  SA NATIONAL ROADS AGENCY LTD.
Date:

for  N3TC CONCESSIONAIRE
Date:

EASTERN REGION

Tel: (033) 392 8100

PO Box 100410
Scottsville

3209

Pietermaritzburg
58 van Eck Place CONTRACT No: RM-2022-601

DRAINAGE MAINTENANCE ON THE N3 TOLL ROAD: HIGHWAY SECTION 4
CONSTRUCTION OF A CONCRETE LINED MEDIAN DRAIN3201

D
R

A
W

IN
G

 N
o.

V1 TENDER DRAWING P LOUW07-2022
RM-2022-601-TA1

- V1

ACCOMMODATION OF TRAFFIC
DAYTIME CLOSURE OF CLIMBING LANE

SHEET     1     OF     1

ACCOMMODATION OF TRAFFIC
13 16

R
M

-2022-601-TA
1

SCALE: NTSP LOUW


	Sheets and Views
	Layout2


