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NOTES:

GENERAL:

1: PERMANENT SIGNS (SPEED SIGNS AND CLIMBING LANE SIGNS) SHOULD
BE COVERED WHILE THE TEMPORARY CLOSURE IS UP.
2: NO NIGHT TIME CLOSURES ALLOWED.

SIGNS:

: ALL SIGNS SHALL BE MANUFACTURED WITH AT LEAST CLASS | 7 YEAR
YEAR ENGINEERING GRADE; BACKGROUND AND SYMBOL.

2: THE LAYOUT SHOWN IS THE MINIMUM REQUIRED, SITE CONDITIONS WILL
INFLUENCE THE LAYOUT. AVOID THE START OF THE LAYOUT AFTER
A BLIND RISE OR AFTER A CURVE.

3: ALL ROAD SIGNS MUST COMPLY WITH THE SPECIFICATIONS AS SET OUT
IN THE "SOUTH AFRICAN ROAD TRAFFIC SIGNS MANUAL" WITH
REFERENCE TO VOLUME 2 CHAPTER 13 (FINAL DRAFT, NOVEMBER 1997).

4: SIGN SIZES:

ALL ROUND SIGNS SHALL HAVE A DIAMETER OF 1200 mm.
ALL TRIANGULAR SIGNS: SIDES AT 1500 mm.

TGS130: 1200 mm x 1600 mm

TW336WA: 1200 mm x 1600 mm.

TW401 / TW402: 200 mm x 800 mm NOMINAL DIMENSIONS.

5: ALL PORTABLE ROAD SIGNS MUST BE SECURED WITH SAND BAGS:
TGS: 10 BAGS
TW336WA: 10 BAGS
TR: 6 BAGS
TR104: 10 BAGS
TR401 +102: 10 BAGS

6: EXISTING GS208 AND GS304 SIGNS SHOULD BE COVERED WITH MAGNETIC
STICKERS.

VEHICLES:

: ALL VEHICLES AND PLANT USED ON THE WORKS SHALL BE EQUIPPED
WITH ROTATING AMBER LIGHTS. LIGHTS SHALL BE VISIBLE AT ALL
TIMES AND FROM ALL SIDES. THE FLASHING LIGHT SHALL BE SWITCHED
ON AT ALL TIMES WHEN VEHICLES AND PLANT ARE ON SITE FOR THE
EXECUTION OF THE WORKS.

ALL CONSTRUCTION VEHICLES SHALL BE EQUIPPED WITH A SIGN
"CONSTRUCTION VEHICLE" AT THE BACK OF THE VEHICLES.

N

SPEED LIMITS:

1: ADVANCE WARNING SIGNS SHOULD BE LOCATED UP TO 600 m IN
ADVANCE OF THE START OF THE TAPER FOR SITES WITH OPERATING
SPEEDS IN EXCESS OF 80 km/h. IN ADDITION EXTREME CARE MUST BE
TAKEN TO NOTE ANY FEATURES OF EACH SPECIFIC WORK AREA WHICH
MAY REDUCE THE EFFECTIVENESS OF SIGNS, IN PARTICULAR VERTICAL
AND HORIZONTAL CURVES SHOULD BE ASSESSED.

THE IMPOSITION OF TEMPORARY ADDITIONAL SPEED LIMIT SIGNS SHOULD
BE CONSIDERED IF OPERATING SPEEDS ARE IN EXCESS OF 80 km/h.
WHERE THE SPEED LIMIT IS LESS THAN 120 km/h THE TR201 SIGNS
(INDICATED WITH AN *) MUST BE CHANGED ACCORDINGLY. FIRST SIGN IN
THE SEQUENCE IS TO BE 20 km/h LESS THAN THE LEGAL SPEED LIMIT AND
REDUCE IN 20 km/h DECREMENTS.

DE-RESTRICTION TO SET LEGAL SPEED LIMIT.

MINIMUM BLADE HEIGHT: 800 mm
TW401 TW402
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ACCOMMODATION OF TRAFFIC FOR WORKING IN THE SOUTHBOUND MEDIAN
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